

## INDUSTRIAL, SUSPENSION

- 24-hour, non-chemical trapping
- No glueboard replacement cost and easy to clean grid
- Energy-efficient U.V. Insect Lamps (2 - 40 watt)
- Attraction Range: 3,500 sq. ft.
- UL approved/listed, 115v/60hz, with 6' cord
- FDA \& USDA accepted under current code
- Dimensions: 55"W x 16.5"H x 5"D
- 2-year limited warranty

The AG-241 Insect Electrocutor is useful as both a wall mount design and a ceiling suspended light trap. Shipping dock walls, warehouse ceilings, and hallway corridor ceilings are some of the locations where the AG-241 traps flying insects. The removable drawer allows easy access to evaluate, identify, and dispose of trapped insects.

| PRODUCT | PART NUMBER <br> SHATTERPOOF BULBS |  |
| :--- | :--- | :---: |
| AG-241 | AG-241S |  |
| Dimensions: | $55^{\prime \prime} \mathrm{w} \times 16.5^{\prime \prime} \mathrm{h} \times 5^{\prime \prime} \mathrm{d}$ |  |
| Color/Material: | Silver - Aluminum |  |
| UV Light Output: | 80 watts |  |
| BULBS | PART NUMBER |  |
| 40 watt 48" F4OT12350BL | EL-09 |  |
| 40 watt 48" Safety Coated F40T12350BL | EL-09S |  |

